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with a reliable system of interlocks that will
fail safely upon malfunction.

(iv) Hoists important to safety shall be de-
signed to include two independent indicators
to indicate when waste packages are in place
and ready for transfer.

* * * * *

§ 60.132 Additional design criteria for
surface facilities in the geologic re-
pository operations area.

(a) Facilities for receipt and retrieval of
waste. Surface facilities in the geologic
repository operations area shall be de-
signed to allow safe handling and stor-
age of wastes at the geologic repository
operations area, whether these wastes
are on the surface before emplacement
or as a result of retrieval from the un-
derground facility.

(b) Surface facility ventilation. Surface
facility ventilation systems supporting
waste transfer, inspection, decon-
tamination, processing, or packaging
shall be designed to provide protection
against radiation exposures and offsite
releases as provided in § 60.111(a).

(c) Radiation control and monitoring—
(1) Effluent control. The surface facili-
ties shall be designed to control the re-
lease of radioactive materials in
effluents during Category 1 design
basis events so as to meet the perform-
ance objectives of § 60.111(a).

(2) Effluent monitoring. The effluent
monitoring systems shall be designed
to measure the amount and concentra-
tion of radionuclides in any effluent
with sufficient precision to determine
whether releases conform to the design
requirement for effluent control. The
monitoring systems shall be designed
to include alarms that can be periodi-
cally tested.

(d) Waste treatment. Radioactive
waste treatment facilities shall be de-
signed to process any radioactive
wastes generated at the geologic repos-
itory operations area into a form suit-
able to permit safe disposal at the geo-
logic repository operations area or to
permit safe transportation and conver-
sion to a form suitable for disposal at
an alternative site in accordance with
any regulations that are applicable.

(e) Consideration of decommissioning.
The surface facility shall be designed
to facilitate decontamination or dis-
mantlement to the same extent as

would be required, under other parts of
this chapter, with respect to equivalent
activities licensed thereunder.

[48 FR 28222, June 21, 1983, as amended at 61
FR 64270, Dec. 4, 1996]

Effective Date Note: At 61 FR 64269, Dec. 4,
1996, § 60.132 was amended by revising para-
graph (c)(1), effective Jan. 3, 1997. For the
convenience of the user, the superseded text
is set forth as follows:

§ 60.132 Additional design criteria for sur-
face facilities in the geologic repository
operations area.

* * * * *

(c) Radiation control and monitoring—(1) Ef-
fluent control. The surface facilities shall be
designed to control the release of radioactive
materials in effluents during normal oper-
ations so as to meet the performance objec-
tives of § 60.111(a).

* * * * *

§ 60.133 Additional design criteria for
the underground facility.

(a) General criteria for the underground
facility. (1) The orientation, geometry,
layout, and depth of the underground
facility, and the design of any engi-
neered barriers that are part of the un-
derground facility shall contribute to
the containment and isolation of radio-
nuclides.

(2) The underground facility shall be
designed so that the effects of credible
disruptive events during the period of
operations, such as flooding, fires and
explosions, will not spread through the
facility.

(b) Flexibility of design. The under-
ground facility shall be designed with
sufficient flexibility to allow adjust-
ments where necessary to accommo-
date specific site conditions identified
through in situ monitoring, testing, or
excavation.

(c) Retrieval of waste. The under-
ground facility shall be designed to
permit retrieval of waste in accordance
with the performance objectives of
§ 60.111.

(d) Control of water and gas. The de-
sign of the underground facility shall
provide for control of water or gas in-
trusion.

(e) Underground openings. (1) Open-
ings in the underground facility shall
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be designed so that operations can be
carried out safely and the
retrievability option maintained.

(2) Openings in the underground facil-
ity shall be designed to reduce the po-
tential for deleterious rock movement
or fracturing of overlying or surround-
ing rock.

(f) Rock excavation. The design of the
underground facility shall incorporate
excavation methods that will limit the
potential for creating a preferential
pathway for groundwater to contact
the waste packages or radionuclide mi-
gration to the accessible environment.

(g) Underground facility ventilation.
The ventilation system shall be de-
signed to:

(1) Control the transport of radio-
active particulates and gases within
and releases from the underground fa-
cility in accordance with the perform-
ance objectives of § 60.111(a),

(2) Assure the ability to perform es-
sential safety functions assuming oc-
currence of design basis events.

(3) Separate the ventilation of exca-
vation and waste emplacement areas.

(h) Engineered barriers. Engineered
barriers shall be designed to assist the
geologic setting in meeting the per-
formance objectives for the period fol-
lowing permanent closure.

(i) Thermal loads. The underground fa-
cility shall be designed so that the per-
formance objectives will be met taking
into account the predicted thermal and
thermomechanical response of the host
rock, and surrounding strata, ground-
water system.

[48 FR 28222, June 21, 1983, as amended at 50
FR 29648, July 22, 1985; 61 FR 64270, Dec. 4,
1996]

Effective Date Note: At 61 FR 64269, Dec. 4,
1996, § 60.133 was amended by revising the in-
troductory text of paragraph (g) and para-
graph (g)(2), effective Jan. 3, 1997. For the
convenience of the user, the superseded text
is set forth as follows:

§ 60.133 Additional design criteria for the
underground facility.

* * * * *

(g) Underground facility ventilation. The
ventilation system shall be designed to:

(1) * * *

(2) Assure continued function during nor-
mal operations and under accident condi-
tions; and

* * * * *

§ 60.134 Design of seals for shafts and
boreholes.

(a) General design criterion. Seals for
shafts and boreholes shall be designed
so that following permanent closure
they do not become pathways that
compromise the geologic repository’s
ability to meet the performance objec-
tives or the period following permanent
closure.

(b) Selection of materials and placement
methods. Materials and placement
methods for seals shall be selected to
reduce, to the extent practicable:

(1) The potential for creating a pref-
erential pathway for groundwater to
contact the waste packages or

(2) For radionuclide migration
through existing pathways.

[48 FR 28222, June 21, 1983, as amended at 50
FR 29648, July 22, 1985]

DESIGN CRITERIA FOR THE WASTE
PACKAGE

§ 60.135 Criteria for the waste package
and its components.

(a) High-level-waste package design in
general. (1) Packages for HLW shall be
designed so that the in situ chemical,
physical, and nuclear properties of the
waste package and its interactions
with the emplacement environment do
not compromise the function of the
waste packages or the performance of
the underground facility or the geo-
logic setting.

(2) The design shall include but not
be limited to consideration of the fol-
lowing factors: solubility, oxidation/re-
duction reactions, corrosion,
hydriding, gas generation, thermal ef-
fects, mechanical strength, mechanical
stress, radiolysis, radiation damage,
radionuclide retardation, leaching, fire
and explosion hazards, thermal loads,
and synergistic interactions.

(b) Specific criteria for HLW package
design—(1) Explosive, pyrophoric, and
chemically reactive materials. The waste
package shall not contain explosive or
pyrophoric materials or chemically re-
active materials in an amount that
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